
Note:We reserve the right to change parameters without prior noticification.

www.mklifting.com

Stainless Steel Rigging

Construction Diameter（mm）Breaking force（kn） kg/100m m/Pack

1*7

0.30 0.08 0.05 12000
0.40 0.13 0.08 7500
0.50 0.16 0.13 4000
0.60 0.31 0.18 3000
0.80 0.53 0.32 4000
1.00 0.83 0.50 4000
1.20 1.20 0.72 4000
1.40 1.63 0.98 3000
1.50 1.87 1.13 2000
1.60 2.15 1.28 2000
1.80 2.70 1.62 2000
2.00 3.33 2.00 2000
2.50 5.20 3.13 1000
3.00 7.49 4.50 1000
4.00 13.31 8.00 1000
5.00 22.58 12.50 1000
6.00 33.65 18.00 1000

7*7

0.36 0.10 0.52 4000
0.45 0.12 0.08 3000
0.50 0.14 0.09 6000
0.60 0.27 0.15 4000
0.80 0.29 0.26 7000
1.00 0.56 0.39 5000
1.20 1.01 0.56 5000
1.50 1.37 0.88 2500
1.80 1.83 1.27 2000
2.00 2.25 1.57 2000
2.50 3.52 2.45 1000
3.00 5.07 3.53 1000
4.00 9.01 6.28 1000
5.00 14.09 9.82 1000
6.00 20.29 14.14 1000
8.00 36.07 25.15 1000
10.00 56.36 39.30 1000
12.000 81.16 56.59 500
14.00 102.00 70.56 500
16.00 134.00 92.16 500
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