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HAND CHAIN HOIST

EX Type Explosion-proof Chain Block

Model Capacity
(t)

Standard
Lift
(m)

Test 
Load

(t)

Eff ort 
required 

to lift max 
load(n)

No.of 
fallsof 
load 

chain

Load 
chain 

diameter
(mm)

Dimension(mm) Net 
Weight

(kg)
A B C H

EX01003 1 3 1.25 304 1 6 130 266 32 368 11.5

EX01503 1.5 3 1.875 343 1 8 149 183 36 400 17.5

EX02003 2 3 2.5 304 2 6 130 198 36 420 16

EX03003 3 3 3.75 343 2 8 149 220 46 495 26

EX05003 5 3 6.25 414 2 10 172 258 46 650 43

EX10003 10 3 12.5 423 4 10 163 404 57 750 75

EX20003 20 3 25 435x2 8 10 191 595 81 1000 185

Features:

- Copper based explosion-proof material manufacturing, integrated 
thickening design, reliable structure, beautiful appearance
- Multi-point support structure, more reasonable force of transmission 
system, flexible operation, low failure rate
- The hand zipper disc cover adopts special edge rolling technology to 
increase the strength and ensure that
- Even when the hand zipper is tilted and pulled horizontally, it does not 
produce a stuck chain
- The products are suitable for petrochemical, coal mine, oil field, natural gas 
chemical plant occasions and explosive
- Warehouses and workshops, such as gunpowder industry, food chemical 
fiber industry, fertilizer industry and other industries
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