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HAND CHAIN HOIST

VJ Type Lever Block

Model Capacity
(t)

Standard
Lift
(m)

Test 
Load

(t)

Eff ort 
required 

to lift max 
load(N)

No.of falls 
of load 
chain

Load chain 
diameter

(mm)

Dimension(mm) Net 
Weight

(kg)
A B C D H L

VJ0815 0.8 1.5 1.2 140 1 6x18 148  88 135 32 320 290 7

VJ1015 1 1.5 1.5 140 1 6x18 148  88 135 32 320 290 7.5

VJ1515 1.5 1.5 2.25 240 1 8x24 176 102 155 36 380 415 11

VJ2015 2 1.5 3 240 1 8x24 176 102 155 36 380 415 11.5

VJ3015 3 1.5 4.5 320 1 10x30 195 109 211 46 480 415 19

VJ6015 6 1.5 9 340 2 10x30 195 109 254 46 600 415 32

VJ9015 9 1.5 13.5 360 3 10x30 195 109 319 57 700 415 47

0.8-3t 6t 9t

VJ Type Lever Block

Features:

-The adoption of low-alloy structural steel plate, safe, reliable and durable.
-G80 high strength load chain, high safety factor and long service life..
Steady rotation, high efficiency, mall lever force.
-Double pawl keep safe and reliable.
-The products have been widely used in nuclear power, thermal power 
transmission and transmission etc.
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